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WARNING

Any electric connections, adjustment, servicing and repair works are allowed only after the unit is disconnected
from power mains.

electric units up to 1000 V.

The single-phase power grid must comply with the acting local electrical norms and standards.

The fan must be connected to the power grid through the automatic circuit breaker QF.
The gap between the breaker contacts on all poles must be not less than 3 mm.
Before installation check the fan for any visible damages of impeller, casing and grille.
The casing internals must be free of any foreign objects which can damage the impeller blades.

The fan is not to be used by children and persons with reduced physical, mental or sensory capacities, without
proper practical experience or expertise, unless they are controlled or instructed on the unit operation by the
person(s) responsible for their safety.
Do not leave the children unattended and do not let them play with the product.
Take steps to prevent ingress of smoke, carbon monoxide and other combustion products into the room

back drafting.

materials.
Do not use the fan in an environment containing hazardous or explosive materials and vapours, i.e. spirits,
gasoline, insecticides, etc.

Do not sit or put objects on the product.
Follow the guidelines set forth herein for proper functioning of the unit.

Recycle at the end of the service life.

Do not dispose the unit with other municipal  trash.
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OPERATION RULES
The fan is  rated for connection to AC 220-240V, 50/60 Hz single phase power mains.
The fan is designed for continuous operation always connected to the power mains.

Ingress protection rating from access to dangerous parts and water penetration is  IPX4.
The fan is designed for operation at ambient temperature range from +1°C up to +40°C.
The air temperature in the ventilation system must not exceed  +60°C.

ELECTRONICS COTROL LOGIC
The fan is started after the external switch supplies control voltage to the input terminal LT,XIMX T
for example, during switching of the light in a room.

cc

WARNING
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To set the fan speed (air capacity) rotate the speed control knob  in the same way.
The fan operating logic may be based on temperature or timer indications.

MOUNTING

In case of the horizontal fan mounting install a straight air ducts segment on side of the intake vent not less
than 1 m;
n case of the vertical fan mounting install an outer hood to prevent water ingress inside the fan.I

The exhaust spigot must be connected to the air duct.
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Terminal designation:
L1 - minimum speed terminal;
L2 - maximum speed terminal;
QF - automatic circuit breaker;
S2 - external speed switch;
ST - external switch (i.e. light switch);
X - input terminal block.

MAINTENANCE

Disconnect the fan from power mains prior to any maintenance operations.
To clean the fan use a soft cloth and a brush wetted in a mild detergent water solution.

STORAGE AND TRANSPORTATION RULES
Transportation is allowed by any vehicle in the original manufacturer's  package.
Store the delivered product in the manufacturer's original packing box in a dry ventilated premise with the
temperature range from  +5 C up to +40 C and relative humidity less than 80%.00

The storage environment must not contain dust, acid or alkali vapours that may cause corrosion of the
product parts.

WARRANTY

related to operation, storage, transportation, mounting, adjustment, connection, maintenance and repair as well
as warranty obligations with respect to this product as set forth in the manufacturer's accompanying
documentation to the product.

transportation, storage, mounting and operation requirements by a consumer.

1

Designation of the automatic circuit
breaker on the wiring diagram

Automatic
circuit breaker

Designation of the external
switch on the wiring diagram switch

QF

S / TSS
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In case of any malfunction of the product through the fault of the Manufacturing company within the warranty
period (service life), the customer shall have the right to elimination of the manufacturing defects by means of
warranty servicing performed free of charge.
The warranty servicing implies performance of activities related to elimination of defects in the product aimed to
provide intended use of the product by the customer.
The defects are eliminated either by replacing or repairing such a product or a part (component) thereof.

ATTENTION!
NOTE: with the purpose of performing warranty servicing you please produce User Manual or other relevant
substituting document and the payment document as an evidence of the purchase with indication of the sale date.

For warranty servicing please contact the trade company where you purchased the product.
If warranty servicing on the spot proves impossible, you will be provided with the necessary information regarding
rendering of this service.

Manufacturer's warranty shall not apply in the following cases:
- in case the customer fails to provide the product in complete acc
User Manual or other relevant substituting document, including any components disassembled by the customer;

- in the User Manual or other relevant substituting document;
- in case of non-timely technical maintenance of the product by the customer (dust, mud, oil condensate,
foreign particles);
- in case of causing external damage to the product by the customer ('damage' shall not apply to external changes
of the product required for the product mounting);
- in case of altering the product design or further reworking of the product;
- in case of replacing and using parts, units and components of the product not prescribed by the manufacturing
company;
- in case of other use of the product other than intended use;
- in case of the customer's violating product operation rules;

manual;
- in case of step voltage that resulted in the product failure;
- in case of the customer's performing unauthorised repair of the product;
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- n case of performing repair of the product by third persons unauthorized by the manufacturing company;i
- in case of warranty period (service life) expiry;
- in case of the customer's violating transportation rules assuring prevention of damaging and/or destruction
of the product;
- in case of the customer's violating product storage rules;
- in case of performing unlawful actions by third persons with respect to the product;
- in case of force majeure (�re, �ood, earthquake, war, hostilities of any kind, blockade);
- in case of absent seals, provided such seals are prescribed by the User Manual or other relevant substituting
document;
- in case of unavailable warranty card;
- in case of unavailable payment document to con�rm the purchase with indication of the sale date.

The manufacturing company shall be responsible for defects arising through its fault prior to the moment of
transferring the product to the ownership of the customer. The manufacturing company shall not be responsible
for defects arising after transferring the product to the customer and caused by the customer's violating the rules
of transportation, storage, assembly and operation of the product, or by actions of third persons, an accident or
force majeure circumstances.

The manufacturing company shall not be responsible for damage to health and property of the customer caused
by the customer's violating the User Manual or other relevant substituting document; other use of the product
by the customer other than its intended use, or by failure of the customer to comply with warnings and other
information on the product speci�ed in the User Manual or other relevant substituting document,
or by the customer's violating the rules of transportation, storage, mounting, maintenance and operation
of the product.
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